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15735 S. MAHAFFIE
OLATHE, KANSAS  66062

_______________(913) 764-6229 PHONE   _ (913) 764-8198 FAX______________
WATERPROOFING----DRAINTILE-----SUMP PUMPS-----ATTIC FANS-----EROSION CONTROL   

[image: image2.png]Grab Tensile ASTM D 4632 125x 130 lbs
Grab Elongation ASTM D 4632 20 x 15%
Mullen Burst ASTM D 3786 300 Ibs
Puncture ASTM D 4833 65 lbs
Trapezoidal Tear ASTM D 4533 65 lbs

UV Resistance ASTM D 4355 80%

AOS ASTM D 4751 30 sieve
Permittivity ASTM D 4491 1 sec-1
Flow Rate ASTM D 4491 8 /gpm/ft2
SPEC SHEET SF 90

SF 90 is a polypropylene woven silt fence fabric. It is non-biodegradable and resistant to most soil
chemicals acids and alkali with PH range of 3 to 12.




The above 90 gram fabric is assembled with 13 stakes per roll.  Stake spacing is 8’ on center.  The heavy duty wood stakes are made of mostly oak or other hardwoods.  The stakes are 2” x 2” nominal x 48” tall.  The fabric is 36” wide/tall which includes a 6” flap at the bottom that is trenched in the ground.  

